
STANDARD 

HOW 

MEASURED 

STD. 

VALUE 

STD. 

PV RANGE 

71. DROPPED 

(Tunnel Zone Temp. - See 

77-80) 



72. Chevron cutter Speed 

Spd.Pot 

52% 

— 

73. Rotary Dryer Speed 

Watch 

15 RPM 

— 

74. DROPPED 




75. Feeder Doffer Setting 

Ruler 

1/2" 

— 

76. Reject Feeder Incline 
Belt Speed 

Speed 

Pot. at 

100 

1 Rev. on 
Tail Shaft 
in 7 Sec. 


77. Tunnel Zone 1 Temp. 

Controller In 
Manual-100% Open 

365° 

360-370°F 

78. Tunnel Zone 2 Temp. 

Controller In 
Manual-100% Open 

365° 

360-370°F 

79. Tunnel Zone 3 Temp. 

Controller In 
Manual-100% Open 

345° 

3 4 0-350°F 

80. Tunnel Zone 4 Temp. 

Controller In 
Manual-100% Open 

375° 

370-380°F 

31. Tunnel Zone 5 Temp, 

Controller In 
Manual-100% Open 

365° 

360-370°F 

32. Number of Containers 
at Dry End 

Count 

6 Heads/ 

6 Cases 
Maximum 


83. Rotary Dryer Air 
(Nov.l - Apr.30) 

(May l - oct.31) 

Chilled H„o 
Valved Out 
Chilled HQ 
Valved In 

Ambient Air 

Chilled Air 


34. Rotary Dryer Use 

Rotary Not 
in By-Pass 

Product Running 

Thru Rotary Dryer 


Standard Numbers 71-100 have been 
designated for #2 Operator 


ISSUE DATE: 


Mav 26. 1992 

Source: https://www.industrydocuments.ucsf.edu/docs&$|$ib96 i 376 


t_ 


